
SAFETY PRECAUTIONS

•    WARNING – Risk of fire or electric shock. LED Retrofit Kit installation requires knowledge of luminaires electrical systems. If not 
qualified, do not attempt installation. Contact a qualified electrician. 
•    WARNING – Risk of fire or electric shock. Install this kit only in luminaires that have the construction features and dimensions 
shown in the photographs and/or drawings and where the input rating of the retrofit kit does not exceed the input rating of the 
luminaire. 
•    Do not make or alter any open holes in an enclosure of wiring or electrical components during kit installation. 
•    WARNING – To prevent wiring damage or abrasion, do not expose wiring to edges of sheet metal or other sharp objects. 
•    Installers should examine all parts that are not intended to be replaced by the retrofit kit for damage and replace any damaged parts 
prior to installation of the retrofit kit. 
•    Added weight to the device may cause a free-standing portable luminaire instability. 
•    The lamps are NOT intended for use with emergency exits or for emergency lighting applications. 
•    Lamps comply with Part 15 of FCC. Operation is subject to the following two conditions: (1) This device may not cause harmful 
interference (2) This device must accept any interference received including interference that may cause undesired operation. 
•     SUITABLE FOR DAMP LOCATIONS. Not for use where directly exposed to the weather or water. 
•     Ambient temperature range under regular operation not to exceed -20° to 45°C (-4° to 113°F) 
•     Caution-Risk of fire. If the lamp or luminaire exhibits undesirable operation(Buzzing, Flickering, Etc.), Immediately turn off power, 
remove lamp from luminaire and contact HXL. 
•     Do not install this lamp in a pre-heat luminaire. 
•     If lamp does not light when the luminaire is energized, remove lamp from luminaire and contact HX Lighting or a qualified 
electrician. 
•     Type B lamps have integral drivers and are intended to be powered directly from the branch circuit (mains). 
•     These lamps employ non-replaceable light sources.
•     They are not suitable for use with dimmers as defined in UL 1993, clause 8.12.

HXL 04.13 – CFL to LED Ballast Bypass – Read before starting installation!

IMPORTANT

•    Before installing the lamp, read all instructions and retain them for future reference. The instructions and 
safeguards in this document do not include all possible conditions and situations that may occur. It must be 
understood that common sense, caution, and care are factors that cannot be built into a product. These factors 
must be supplied by those that care for and operate the luminaires. 
•    For additional information contact HX Lighting at 717-246-9500.
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Before: G24Q fixture wired with electronic ballast
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After: G24Q fixture wired without ballast

Before: G24D fixture wired with magnetic ballast

After: G24D fixture wired without ballast
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Installation: 
1. Switch off power to the luminaire for installation or maintenance.
2. Disconnect and remove the existing ballast, capacitor, and igniter (if existing) from the luminaire. 
3. Rewire for line voltage to the lamp socket/holder. (If the lamp socket is damaged, corroded, charred, or blackened, it must be 
replaced before installation.)
4. Insert the new LED replacement lamp into the corresponding socket/holder. Ensure pins are firmly seated in the lamp holder. 
5. The provided self-adhesive retrofit luminaire marking label shall be marked on the retrofit luminaire where readily visible by 
the user during regular maintenance, including re-lamping.
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For Use With These Base Types

GX24DGX24Q



Before: 2G11 fixture wired with electronic ballast

Before: G23 fixture wired with magnetic ballast

After: G23 fixture wired without ballast

Before: GX23 fixture wired with magnetic ballast

After: GX23 fixture wired without ballast

After: 2G11 fixture wired without ballast
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*Line Voltage must be unswitched
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